


A Suite of Fluid Cell Accessories

The Closed Fluid Cell is one in a suite of environmen-
tal accessories that can be used with the MFP-3D to 
meet your experimental needs.  Please see the separate 
data sheets on these options for more information.

Fluid Cell Lite
Fluid Cell Lite is an economical choice for fluid  
imaging with a portless fluid dish and an evaporation 
shield that prevents accidental leakage.
BioHeater™
This accessory is the Closed Fluid Cell with added 
heating capability, allowing heating of samples in 
liquids to 80°C in a sealed and enclosed environment.   
Requires Environmental Controller (sold separately). 
Petri Dish Holder and Heater 
The Petri Dish Holder allows cell samples to be 
cultured and imaged in Petri dishes.  The Petri Dish 
Heater adds additional sample heating functionality 
from ambient to 45°C.  Requires Environmental  
Controller (sold separately).

Specifications
Closed Fluid Cell                                            Model CCELL

The Closed Fluid Cell is packaged in a convenient storage 
kit and includes the following items for installation and 
imaging:
  -  Closed Fluid Cell Clamp assembly	 1
  -  Closed Fluid Cell dish	 1
  -  Portless fluid dish*	 1 
  -  �Each of Viton and silicone  

membrane/bellows	 2
  -  1/16" PFA tubing	 5'
  -  35mm x 1mm glass sample discs 	 5
  -  Luer fittings and plug	 2
  -  �Each of 12mm, 25mm, and  

35mm cover slips*	 10
  -  12mm cover slip holder*	 1
  -  25mm cover slip holder*	 1
  -  Teflon® port plugs	 10
  -  5ml syringes	 2
  -  Membrane threaded clamp	 1
  -  A variety of replacement O-rings
  -  Assembly tools, tweezers, and cleaning brush
*Not pictured

Completely sealed cell
Gas flow through
Top and bottom optical access
Maximum pressure 2.5psi
Sample size 
  -  25mm maximum; 2mm thickness 
  -  10mm sample travel within cell when open 
  -  �1-3mm sample travel within cell when closed and  

scanning, dependent upon tightness of clamp.
Fluid volume 
  -  5ml before engage 
  -  1.5ml-2.55ml after engage, clamped and sealed
Access ports (not pictured) 
  -  1/16" diameter ports	 4  
  -  �0.036" diameter ports	 6
Cleaning 
  -  Easy and complete disassembly  
  -  Autoclavable
Materials 
  -  Base:	 PEEK 
  -  Membrane:	 Silicone, FKM

MFP-3D and BioHeater are trademarks of Asylum Research.  Other trademarks are those  
of their respective owners.  Specifications and kit items subject to change without notice.
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Schematic of Closed Fluid Cell assembly.
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